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UMMARY

This document contains selected pages
from the original laboratory report for
customer reference only.

| COMPLETE REPORT AVAILABLE

For the full test report or additionalcertification documents,
please contact BEGOODTEX.

CONTACT US
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www.begoodtex.com suliya.sun@begoodtex.com +86 15355543590 Available on our website

BEGOODTEX is a professional manufacturer specializing in

inherently flame retardant textiles since 2013. Providing certified,
reliable textile solutions for customers worldwide.




SGS

Test Report

Date: JAN.03, 2018

SHAOXING BIGU TEXTILES CO., LTD.
NO,75 ZHENYUAN ROAD PAOJIANG SHAOXING ZHEJIANG

The following sample(s) was / were submitted and identified on behalf of the client as:
Sample Description: INHERENT FLAME RETARDANT POLYESTER VOILE FABRIC

Color: WHITE

Composition: 100%POLYESTER
Manufacturer: SHAOXING BEGOODTEX CO., LTD
Country of Destination: USA

Test Requested:

1. California Fire Marshal Title 19: Section 1237.1 Fire Resistance; small scale test.
2. CAN/ULC-S109-14 Standard method for flame tests of flame-resistant fabrics and films-Small-Flame

Test.

Test Results: -- See attached sheet --

Test Period:
Sample Receiving Date
Test Performing Date

Signed for and on behalf of

DEC.26, 2017
DEC.26, 2017 TO JAN.02, 2018

SGS-CSTC Co., Ltd. Anji Branch

o

Allen Zou
Technical Manager
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Small flame test performance requirements (Clause 6.1&6.2):

1). Portions or residues of the material which break or drip from the test specimens shall not continue to
flame for more than 2 s on the floor of the test cabinet.

2). The vertical spread of flame and afterglow (smouldering combustion) on the material as indicated by the
damaged length shall not exceed 165 mm of maximum average damaged length (10 specimens), and
190 mm of maximum damaged length for any specimen.

3). Fabrics or films for interior uses shall comply with the foregoing requirements after being subjected to
ten cycles of the specific type or types of cleaning recommended by the manufacturer. Material indicated
as being suitable for laundering or dry cleaning shall be subjected to the applicable requirements in
Subsection 7.2, Laundering, and Subsection 7.3, Dry Cleaning.

4).Fabrics or films intended for exposure to the weather shall comply with the foregoing requirements after

being subjected to the requirements in Subsection 7.4, Water Leaching, Subsection 7.5, Scrubbing, and
Subsection 7.6, Accelerated Weathering.

Photo Appendix:
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SGS authenticate the photo on original report only
***End of Report™*
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